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1. DSVT Kit

This kit applies directly to the BAM, LVM, and SVM.

2. Lightning Protection Kit

3. Voice Config Kit - Local Base Interface

This kit applies directly to the BAM, LVM, and SVM.

Item Description Supplier Part Number Quantity

KY-68 Interface Card Motorola 4568 3

Zone/Patch Cable RJ-45 REDCOM SC9079-B20 6

Manual Motorola 1

Rotomold Case ECS 
Composites

32292 AR

Item Description Supplier Part Number Quantity

25 solid state protector modules in an indoor block, with 
quick clips facing the outside lines and 50 line telco 
connector facing the PBX, along with cover, ground 
connector, and necessary mounting hardware to mount 
to a wall

Marconi R66P25QCP 
modified to add 
male telco-25 plug

8

Cable 50 ft, 24 AWG, 25 pair cable, male to female telco 
connectors.

TBD TBSL 16

Rotomold Case ECS 
Composites

32292 AR

Item Description Supplier Part Number Quantity

LSRD/GSRD FX0 Trunk Board w/1 SC9079-C20 RJ-45 
Zone Cable each

REDCOM TK0331-101 2

E&M Trunk 4-Wire Board w/2 SC9079-B20 RJ-45 
Zone Cables each

REDCOM TK0341-106 2

Rotomold Case ECS 
Composites

32292 AR
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4. Voice Config Kit - Radio Interface

This kit applies directly to the BAM, LVM, and SVM.

5. Voice Config Kit - Subscriber Extension

6. Voice Config Kit - Subscriber Loop

This kit applies directly to the BAM, LVM, and SVM.

Item Description Supplier Part Number Quantity

LST-5 Boards DPI 4520 2

Rotomold Case ECS 
Composites

32292 AR

Manual DPI TBD 1

Item Description Supplier Part Number Quantity

25 pair cable - 50 pin telco (Male) one end - one end 
open (50')

TBSL TBSL 8

Cable 1000ft, on reel, 24 AWG, 25 pair TBSL TBSL 2

66 Block TBSL TBSL 12

Punch-down tool for 66 Block TBSL TBSL 2

Modular RJ-11 connector block w/screw terminals, 
Surface Mount Duplex Modular Jack, 2 6-position, 4-
conductor jacks

Leviton 40294-I 100

Modular RJ-48 connector block w/screw terminals, 
Surface Mount Modular Jack, 8-position, 8-conductor 
jack

Leviton 40278-I 50

Rotomold Case ECS 
Composites

32292 AR

25 Position HARMONICA with Telco connectors Leviton 41620-1 3

Telco 50 Pin Telco 10” (male to female) cable TBSL TBSL 3

Item Description Supplier Part Number Quantity

BRI-S Card (4 ckts) w/1 SH9079-A20 DB25 to RJ-45 
Zone Cable each

REDCOM TK0531-322 4

Expanded Line circuit board w/2 SC9079-A20 RJ-45 
Zone Cables each

REDCOM TK0653-103 10

Rotomold Case ECS 
Composites

32292 AR
FA8726-04-R-0002
Attachment 11

Page 3 of 8



7. Voice Config Kit - T1 Trunk, International, Echo Cancellation

This kit applies directly to the BAM, LVM, and SVM.

8. Voice Config Kit - TRI-TAC Interface

This kit applies directly to the BAM, LVM, and SVM.

Item Description Supplier Part Number Quantity

T1/E1Trunk w/X  XX9079-XXX RJ-45 Zone Cable(s) 
each (requires 06.1A.R1.P1)

REDCOM TK0683-122 2

R2 Transceiver Card REDCOM TK0520-002 2

MTI (2 ISDN PRI D-channels) REDCOM TK0463-101 1

Rotomold Case ECS 
Composites

32292 AR

Item Description Supplier Part Number Quantity

SF Trunk (2 circuits type 34 and 36) w/2 SC9079-B20 
RJ-45 Zone Cables each

REDCOM TK0629-114 3

MF Sender/Receiver (8 Ckt) REDCOM TK0520-102 1

Rotomold Case ECS 
Composites

32292 AR
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9. Cellular Antenna Kit

This kit applies directly to the BTS Module and CHM.

The required Cellular Antenna Kit consists of a multi-element cellular antenna, which will permit coverage 
to be selectable from 120 to 360 degrees in azimuth, and a dipole cellular antenna.  When configured for 
360 degrees of azimuth, the cellular antenna(s) shall approximate uniform coverage in the lower 
hemisphere.

Two antennas are provided to accommodate various types of terrain in the theater.  It is intended that only 
one antenna system be used in any given location.  Either of these two antenna systems can be mounted on 
the nine-meter antenna mast provided in the TDC Antenna Mast Kit (detailed in the TDC BRD for 
Transmission Kits) or on other surfaces as appropriate.  The multi-element cellular antenna and the dipole 
cellular antenna shall each include a bracket or other mounting device such that the cellular antenna can be 
attached below the top of the TDC Antenna Mast.  (The top of the TDC Antenna Mast will be occupied by 
a one- or two-foot parabolic Line of Sight radio antenna operating in the 14.4 to 15.25 GHz range at 0.5 
watt.)  This mounting requirement does not preclude the cellular antenna from extending behind and above 
the other antenna by way of an extended stand-off bracket or other mounting device so as to approximate 
uniform coverage in the lower hemisphere.

The multi-element cellular antenna and the dipole cellular antenna shall each include a universal mounting 
kit for mounting on a metal or wood pole or on the wall or roof of a building.  The multi-element cellular 
antenna and the dipole cellular antenna shall each include a safety lanyard(s) to facilitate installing the 
antenna and to prevent the antenna from falling to the ground if the mast mounting fails.

The Cellular Antenna Kit shall also contain a 200’ coaxial RF cable for connecting the antenna to the 
CHM or BTS Module.  The Cellular Antenna Kit shall also contain lightning protection and appropriate 
provisions for grounding.

A growth capability to include future requirements, such as operation at 850 MHz, is highly desirable, but 
not required.

Item Description Supplier Part Number Quantity

Base Transceiver Station (BTS) Multi-Element Antenna TBD TBD 1

Multi-Element Antenna Mounting Kit TBD TBD 1

Multi-Element Antenna Safety Lanyard TBD TBD 1

Base Transceiver Station (BTS) Dipole Antenna TBD TBD 1

Dipole Antenna Mounting Kit TBD TBD 1

Dipole Antenna Safety Lanyard TBD TBD 1

Cable (in pouch) TBD TBD 1

Rotomold Case ECS 
Composites

TBD 1
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10. Cell Phone Kit

Cellular handsets shall be Motorola Timeport GSM tri-band (900, 1800, 1900 MHz) cellular phones or 
equivalent.

Cellular handsets shall be compatible with General Dynamics Decision Systems Sectéra Type 1 Security 
sleeve.  When used with General Dynamics Decision Systems Sectéra Type 1 Security sleeve, cellular 
handsets must be National Security Agency (NSA) certified to protect information up to the Top Secret 
level.

Cellular handsets shall be “unlocked” (not carrier specific); include removable Subscriber Information 
Module (SIM) Card, internal removable battery, auto-sensing desktop battery charger, and instruction 
manual in English.

Item Description Supplier Part Number Quantity

Motorola tri-band (900/1800/1900MHZ) GSM cellular 
phone with SIM, 800 mAh Li-ion battery, travel battery 
charger (110-220VAC, 50-60HZ) and users manual.  
Includes one (1) year warranty.

GDDS TBD 25

Spare 800mAh Lithium battery for Motorola tri-band 
phone

GDDS GSMBATT01 25

Desktop charger GDDS GSMDCHG01 25

General Dynamics Decision Systems’ Sectéra® clip-in 
Security Module comes with a minimum one (1) year 
warranty.  Type 1 (U.S. National)

GDDS SGSM1000XA 25

Software update cable GDDS GSMUPDC01 2

Fill cable accessory for data transfer device (DTD) 
required by each location to fill key for Type 1 secure 
phone

GDDS GSMDTDC01 2

Rotomold Case ECS 
Composites

TBD 1
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11. Operations and Maintenance Center Kit

This kit applies directly to the BTS and CHM.

The required OMC is an Intel-based PC (preferably the same as that in the TDC ICAP laptop kit) running 
Windows (preferred) or UNIX and the software to manage the cellular subscriber databases and perform 
troubleshooting.

The OMC Kit also provides a 10 foot CAT5 Ethernet interface cable to connect the OMOC computer to the 
CHM.

The OMC Kit shall also provide the means to connect the OMC computer to the CHM via 100 Base FX for 
remote operation via the TDC network.

Item Description Supplier Part Number Quantity

Laptop PC with UNIX or Windows OS as required to 
run OMC Software (below)

TBD TBD 1

Operations and Maintenance Center (OMC) Software TBD TBD 1

100 Base FX interface/converter TBD TBD 1

Cables (in pouch) TBD TBD 1

Rotomold Case ECS 
Composites

TBD 1
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12. TRX Card and Power Amplifier Kit

This kit applies directly to the BTS and CHM.

Each TRX Card and Power Amplifier Kit will support each of the four GSM frequency bands. Separate 
sets of TRX Cards and Power Amplifiers can be used for each of the three GSM frequency bands (900, 
1800, and 1900 MHz).  Since only one frequency band would be used in any given situation, only one set 
of TRX Cards and Power Amplifiers would be in use.  If the BTS/CHM cannot accommodate their 
associated cards and amplifiers the unused sets of TRX Cards and Power Amplifiers, must be stored in an 
external shipping container (ECS transit case).

The TRX Cards and Power Amplifiers shall be compatible with the Cellular Hub Module and Remote BTS 
Module.

Item Description Supplier Part Number Quantity

TRX Card(s) TBD TBD TBD

Power Amplifier(s) TBD TBD TBD

Rotomold Case ECS 
Composites

TBD 1
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